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EZ23SNRG Ez 23 Cu-In. 1G Nail On Vapor Proof
Cantex, Inc

Catalog Number EZ23SNRG
Manufacturer Cantex, Inc
Description 1-Gang 23 Cu. In. Ez Box New Work Nail-On Vapor Proof Box

With Wire Clamps and Gasket Gray
Weight per unit N/A
Product Category Boxes & Covers

Features
Cable Entry                   4 self-clamping foam sealed entry clamps
insulation                    foam gaskets
Material                      PVC
Mounting Type                 Nail-On
Number of Gangs               1-gang

Material, Color, and Finish
Color                         Gray

Dimensions and Weight
Size                          23 cu. in.

Descriptions
Construction                  new work
Description                   EZ 23 CU-IN. 1G NAIL ON VAPOR PROOF
extra long description        CTX EZ23SN-RG 23 CU IN 1 GANG W/NAI
Features                      CANTEX EZ23SN-RG 1-gang New Work Vapor Proof EZ Box is an

energy efficient electrical box for exterior walls. It eliminates air
leaks with a drywall flange covered with a foam gasket and
additional foam gaskets over self-clamping cable entry clamps
creating a vapor-tight seal and allowing no air to flow through
the box.

Long Description              1-Gang 23 cu. in. EZ BOX  New Work Nail-on Vapor Proof Box
with Wire Clamps and Gasket Gray

Product Type                  23 Cu In 1 Gang W/Nails, Vapor
Special Features              foam gaskets

Manufacturer Information
Brand                         PVC & Accessories
GTIN 00088700971622
Manufacturers Part Number     EZ23SN-RG
UPC 088700971622
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Taxonomies, Classifications, and Categories
Category Description          WEATHERPROOF BOXES & COVERS
Type                          1-gang vapor proof box

Packaging
Carton 1
Package 60
Weight Per each 0

Uses, Certifications, and Standards
Application                   1-gang vapor proof box
Mounting                      Nail-On
standard                      ETL, 2-Hour Fire Rated


