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% HL500 1/2" DC 90D Fem/Fem Pulling Elb

Appleton/Oz Gedney
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Manufacturer Information

Brand
GTIN

Manufacturers Part Number

UPC

HL500

Appleton/Oz Gedney

Features:2.1 X 2.1 In, Raintight, For Rigid Conduit and Imc, With
Cover, Standard:Ul 514B, Csa C22.2, Nema FB-1, Size:0.5IN,
Material:Die Cast Zinc, Connection:Female X Female

0.2000 (Ibs/each)

Rigid Conduit Fittings - Steel

Female X Female
Die Cast Zinc

0.5

1/2" DC 90D FEM/FEM PULLING ELB

EGS HL-500 1/2 IN PULLING ELB ZNC D

Features:2.1 X 2.1 IN, Raintight, For Rigid Conduit And IMC, With
Cover, Standard:UL 514B, CSA C22.2, NEMA FB-1, Size:0.5IN,
Material:Die Cast Zinc, Connection:Female X Female

1/2 In Pulling Elb ZNC D/C

2.1 X 2.1 IN, Raintight, For Rigid Conduit And IMC, With Cover

Appleton
00687855225002
HL500
687855225002

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Package
Weight Per each

Uses, Certifications, and Standards

standard

SLB'S & JAKE ELL'S
90 Deg Corner Pulling Elbow

10
100
0.2

UL 514B, CSA C22.2, NEMA FB-1



